SPECIFICATIONS

Current Rating: 3A AC,DC
Voltage Rating: 250V AC,DC

ORDER INFORMATION

Contact Resistance: 20mQ Max

Insulation Resistance: 1000MQ Min
Dielectric Voltage: 800V AC for one minute
Operation Temperature: -25°C to +85°C

MATERIAL

Material: Noryl, UL94V-1

CIRCUTS | DIM. A | DIM. B
1 2.65
2 2.94 5.28
3 5.08 7.82
4 7.62 0.36
5 10.16 2.90
6 2.70 5.44
7 5.24 17.98
8 7.78 20.52
9 20.32 23.06
10 22.86 25.60
11 25.40 28.14
12 27.94 30.68
13 30.48 33.22
14 33.02 35.76
15 35.56 38.30
6 38.10 40.84
7 40.64 43.38
8 43.18 45.92
9 45.72 4846
20 48.76 51.00
21 50.80 53.54
22 53.34 56.08
23 55.88 58.62
24 58.42 51.16
25 60.96 653.70
26 63.50 56.24
27 56.04 68,78
28 658.58 71.32
29 112 73.86
30 73.66 -| 76.40
3 76.20 78.94
32 78.74 81.48
33 §1.28 A4.02
34 R3.82 86.56
35 86.36 89.10
36 88.90 91.64
37 91.44 94.18
38 398 96,72
39 36.52 99.26
40 9.06 101.80
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Old Part No.:2541H-1XXBX-L
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ECN NO.: 171120, revise the material: Noryl V-1, UL94V-0 -> Noryl, UL94V-1.
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REV.

ECN NO. OR DESCRIPTION

REVISED

DATE

Amtek Technology Co Ltd.

TEL: 886-2-2260-6878
FAX: 886-2-2260-8030
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