MATERIAL /\

Contact Pin: Brass

ORDER INFORMATION

Insulator: Nylon 9T,UL94V-0,Black [5][P][H] [1] [D] M| [A] [1] [7] E. IN] [N] X [U] E...E@@
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CAP L W H (Ref.)
> 2 x4 Pin 10.0 6.3 7.0
< 2x4Pin 5.08 6.3 7.0
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Recommended PCB Layout
(PCB TOLERANCE #0.1)
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N:W/O Peg

N:Non Type

U:RoHS+Hi-Temp

G0:Gold Flash S0:Selective Au
2:Dual Row GA'Au5u" | SA:Selective Au 5u"
GB:Au 10u" | SB:Selective Au 10u”
No. of contacts GC:Au 20u" |SC:Selective Au 20u"
Per Row(02~50) GD:Au 30u" | SD:Selective Au 30u"

2.54+0.1

TO:Tin Plated

TE:Tin 200u"

R:T/R With Cap

HTRWOCap | A\

C:Tube With Cap

T:Tube W/O Cap

2.54 x No. of Positions+0.5

2.54x(No. of Contacts/2-1)+0.15

L

00.64

1.70

L
1.70

EX:060XXX049
A:6.0
L1:As Required
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5.00
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Old P/N : PH1DM17-2XX-U
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