SPECIFICATIONS A\

Current Ratingl.5 AMP

Insulation Resistance:500M Q Min.
Contact Resistance:30mQ Max.

ORDER INFORMATION
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Dielectric Voltage:1000V AC for one minute ’——r L | | —|-|7 ’——r
Operation Temperature:-40°C to +85°C 00 W/O Shiclded N:W/O Ear Number of position] [Number of contact]| [ SA-Selective 6u" L-RoHS + optional
Durability:750 cycles min. EWit Bar 2 2et SF:Selectivet5u” ||  PBT+Tray g oo
MA TERIAL 8;8P 6:6C SD:Selective 30u" 3:Offset Latch(6P only)
Insulator:PBT,UL 94V-0 A:10P ;?-:18000 SH:Selective 50u"| O\
Conductor:0.35 x 0.42mm thickness Phosphor Bronze '
Plating:Gold plated over nickel on contact area,
Tin plated over nickel on solder area.
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Recommended PCB Layout
POSITION | CONTACT A B ¢ D (PCB TOLERANCE *0.1)
4P 4C 13.70 | 11.20 | 7.75£\ 7.62 Old Part No.:290-L
6P 2C/4C/6C | 15.60 | 13.20 [ 9.90 | 10.16 b 4 MODULAR JACK SIDE ENTRY R,
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