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D X X X X 0 01 - 627 - A XL

L:RoHS +
PBT+Tray

.XX ±0.20
.X  ±0.25

Old Part No.:627-L

R 00 N 0 -X

N:W/O Ear
E:With Ear0: W/O Shielded 1:Standard

2:keyway (8P,10 only)
3:Offset Latch (6P only)
4:Offset Latch (6P only)
5:With Dust Cover(6P only)

optional
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 (6P only)

MATERIAL&FINISH
Housing: P.B.T, UL94V-0, Black or Gray
Insert: P.B.T, UL94V-0, 6P&4P-Black, 8P&10P-Gray
Conductor: Round pin 0.45 mm diameter phosphor bronze,
Plating: Gold plated over nickel.
Temperature: -40°C ~ 70°C
Durability: 750 cycles min.

A2

GA:Au 6u"

GF:Au15u"

GD:Au 30u"

GH:Au 50u"

Number of position
4:4P
6:6P
8:8P

A:10P

Number of contact
2:2C
4:4C
6:6C
8:8C

A:10C

(Reference)
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Detail X C

G0:Gold Flash

D
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SA:Selective 6u"

SB:Selective 10u" E

D x1 MiaECN NO.:180605,Revised the Plated:G5->GH 2018/09/27

E x1 NickAdd the Plated option:SA,SB 2019/09/19

F x1 BensonRevise the plated options SA 2021/04/12
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