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1. MATERIAL: 1: With Shielded N:WIO Ear amber g postion e o e [RIROHS+PAIT+TIR
1.1 HOUSING: PA9T, WITH GLASS FIBER, GF:Gold 15u"
UL 94V—0, STANDARD COLOR—-BLACK. GD:Gold 30u" @
1.2 INSERT HOUSING: PA46, WITH GLASS FIBER, @3 GH:Gold 50u"
UL 94V—0, STANDARD COLOR—BLACK — 2018 10.18
1.3 CONTACTS: PHOSPHOR BRONZE. 8; Jﬁ[ ]
1.4 SHELL: BRASS. Oy Released DCC
2. FINISH:
2.1 CONTACTS: GOLD PLATED ON CONTACT AREA, i 16.45
GOLD PLATED ON SOLDER TAIL, N 14.8
WITH ENTIRE CONTACT UNDERPLATED MIN. NICKEL 0.00
2.2 SHELL: NICKEL PLATED. 140520
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RECOMMENDED PCB LAYOUT
RECOMMENDED PCB THICKNESS: 1.2mm
TOLERANCE:£0.05mm (TOP VIEW) £y =
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PART NO. 5RJIMR10FDN-88XX00R-846-B1 DRAWN 2018/03/27
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