MATERIAL&FINISH
Housing: PC. UL94V-2, Clean
Contacts: Copper Alloy,

ORDER INFORMATION
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Plated with Gold. T ,_—r ,:l —r—\ A A
SPECIFICA TIONS G: Round cable Number of contact Gold Plating A:2 prong for stranded conductor
Vpltage. Rat[ng: 125-volts AC, at 1.5 amps. 1 Flat oval cable 220 G0Gold Flash | | B:2 prong for solid conductor L:RoHS + PC B:Bag Package
Dielectric Withstanding Voltage: 1000 volts AC. 66C 6G3:3u" C:3 prong for solid wire
Insulation Resistance: 500MQ. Number ol positon GABU" Color @
Termination Resistance: 30mQ min. GF:15u" T:Transparent
Durability: 750 cycles. P 2021.11.29
Temp. Rating: -40°C to +85°C GH:50u”
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Flat oval cable Round cable Old Part No.:100X-6P-L
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TITLE MODULAR PLUG 6 POSITION Page 1M
Fr‘\;'%;;u 5E?] g] Jeff
PART NO. B\ BRPX-6XXXXTLB-601-A1 DRAWN | 201509116
BI5L F S P4t Josh
/f\x1| Add the plating options Benson |2021/11/29 prawing No,| CW005-MC545 rev. | B |cHeEcKep| 201811122
x1| ECN NO.:180605 Revise the plated :G5->GH Eric  |2018/11/22 | 4o oo vk - ~ - Z 7 &L b K3 Jason
D . _ AT % 5 'L P cusTOMER PIN scaLe| N hpproveD 2018/11/22
/\ x1| ECN NO.:180107 Remove the dim Mia | 2018/03/29 | Amtek Technology Co., Ltd. ~1 X 2025 H THIRD
REV. ECN NO. OR DESCRIPTION REVISED| DATE e 6002 2200-0078 TOLERANCE | -XX+0.20 onr | MM L heE | @ =2
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