SPECIFICATION

Current Rating: 1.5 AMP
Insulation Resistance: 500MQ Min.
Contact Resistance: 30mQ Max.
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Dielectric Voltage: 1000VAC for one minute E: W/O Shielded,long body,Round cable | | [Number of contact| | G0:Gold Flash Type of the Solid Conductor B:B 1: UL94V-2
Operation Temperature: -40°C to +80°C F: W/O Shielded long body,Flatoval cable (2,4,6,8C) GaAu T B:2 prong for solid conductor L:RoHS +PC :bag 2: UL94V-0
Durabilit . 750 C cles GA:Au 6u" C:3 prong for solid conductor
MA TER;AL Yy : Number of position GF:Au15U"
GD:Au 30u"
(6P) GH:AE 503" Color
Insulator: PC, UL94V-2 or UL94V-0 A TTransparent
Contact Pin: Copper Alloy
Type of Solid Conductor 2018.11.23
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% & MODULAR PLUG 8 POSITION LONG BODY AR 1/1
TITLE Page
RN Eos Eloise
PART NO. RPX-BXXXXTLB-822-AX DRAWN | 2017/06/26
i AR ZH Josh
DRAWING NO. GWO05-EL524 REV. C CHECKED| 2018/11/22
A\x1 ECN NO. : 180605. Revise the plated : G5->GH Eric | 2018/11/22 ¥4 5 A TR EP B whl || AR Jason
. —— FEALAT % A PR 8] |customER PN SCALE| * * * |apPrOVED| 2018/11/22
xl ECN NO. : 170801. Revise platings: SO, S3, SA, SF, SD, S5 -> G0, G3, GA, GF, GD, G5. Gary 2017/08/10 | Amtek Technology Co., Ltd. NE s X;IGRL]% @ 6
REV. ECN NO. OR DESCRIPTION REVISED |  DATE FAX, 386.2.2260.8030 TOLERANCE UNIT | ™™ |projecrion



Owner
機構名稱、機構部門、日期


