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ORDER INFORMATION

- 8 X X X X XX - 801 - A XL

L:RoHS + PC

.XX ±0.20

Old Part No.:100X-XP-L

MATERIAL & FINISN
HOUSING: PC. UL94V-2 or UL94V-0
CONTACT: COPPER ALLOY
                   PLATED WITH GOLD.
SPECIFICATION
Voltage Rating: 125 volts AC, at 1.5 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megohms.
Termination Resistance: 35 milliohms min.
Durability: 750 cycles..
Temp. Rating: -40°C to +85°C

B

◎G3:3u"

GA:6u"

GF:15u"

GD:30u"

Gold Plating

GH:50u"

A:2 prong for stranded conductor
B:2 prong for solid conductor
C:3 prong for solid wire

B:Bag Package

T:Transparent
O:Orange
U:Blue
E:Green

Color

F: long body,Flatoval cable
E: long body,Round cable

Number of position
8:8P

Number of contact
4:4C
6:6C
8:8C
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Flat oval cable Round cable
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B  x1 ECN NO.:180605,Revise the Plated:G5→GH 2018/11/20Eric

B

GW005-EA046

C  x3 ECN NO.:210203 Revise the description 2021/03/08Benson

C

D  x3 Add the contacts & UL94V-0 options 2021/07/15Benson

D

Part No. Diameter wire KEY UL
5RPX-8XXXXXLB-801-A1 1.0mm W/O Key UL94V-2
5RPX-8XXXXXLB-801-A2 1.0mm With Key UL94V-2
5RPX-8XXXXXLB-801-A3 0.8mm W/O Key UL94V-2
5RPX-8XXXXXLB-801-A4 1.0mm W/O Key UL94V-0
5RPX-8XXXXXLB-801-A5 1.0mm With Key UL94V-0
5RPX-8XXXXXLB-801-A6 0.8mm W/O Key UL94V-0
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