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Old Part No. :MIUSB-M5S2B-U

5UR2B05SM-105SDBUBD1
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*Dielectric Withstanding Voltage: 100V AC  for 1 Minute

 Specification:

*Insulation Resistance: 100M Ohm Min. At 500V DC

(1)Signal Line: 1A/Pin (No. 1 to 5)
(2)2-Line For Power: 1.8A/Pin(No. 1 and 5),0.5A/Pin(No. 2 to 4)

  *Contact Current Rating:

*Contact Resistance:

*Durability (Life Test): 10 000 Cycles

*Extraction Force: 8 Newtone Minimum
*Insertion Force: 35 Newtone Maximum

*Operating Temperature: -30°C to +85°C
*Solderability: 260°C ±5°C;5 Sec
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(1)30m Ohm Max. at 100mA
(2)10,000 Cycles After: 40m Ohm Max.at 100mA

5.28

1.
02

R0.40

  *Rated Voltage: AC 30V

NI:50u" MINIMUM.
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GW216-AB421
C Alice 2022/06/20Add the dimension

3.
2C

AutoCAD SHX Text
 11

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
2

AutoCAD SHX Text
,000 Cycles Cycles

USER
機構部門、完整姓名、日期


	圖紙和視圖
	模型


