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MICRO USB AB TYPE FEMALE SMT 5P
TITLE
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PART NO.
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CUSTOMER P/N
客戶品號

TOLERANCE
公差 .X   ± 0.25

.XX ± 0.13
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PROJECTIONREV. ECN NO. OR DESCRIPTION DATEREVISED

Old Part No. :MIUSB-F5M-ABB-U

5UR2M01MF-105XXBUHD1
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U R 2 M 0
ORDER INFORMATION

M - 0 5 X X1

H:T/R W/O Cap
F:Female2:USB2.0

B:Black

B HF

No. of contacts

5 1 D 1

1:1 Port

U

RoHS

G0:Gold Flash

B1.Revised the Part No.:5UR2M01MF-105G0BUAD1->5UR2M01MF-105GDBUHD1 
B 2016/09/22

Jeff

Q'TYNO. MATERIAL

2 PIN TERM.

SHELL3

NAME
HOUSING 1

FINISH
BLACK 

5

1

REMARK
1

 PCB LAYOUT Tol±0.1

LCP+GF30%

NO.5 PCB EDGE

COMPONENT SIDE

PIN 5
PIN 1

A

A

SECTION A-A

Durability (Life Test): 10 000 Cycles

Extraction Force: 8 Newtone Minimum.

Insertion Force: 35 Newtone Maximum

Operating Temperature: -30°C  to  +85°C

Dielectric Withstanding Voltage: 100V AC  for 1 Minute
Insulation Resistance: 100M Ohm Min. At 500V DC

(1)Signal Line: 1A/Pin (No. 1 to 5)
(2)2-Line For Power: 1.8A/Pin(No. 1 and 5),0.5A/Pin(No. 2 to 4)

  Contact Current Rating:

Contact Resistance:
(1)30m Ohm Max. at 100mA
(2)10,000 Cycles After: 40m Ohm Max.at 100mA

 Rated Voltage: AC 30V

Specification:

2.Revised the Drawing
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◎GD:Au 30u"

◎:Standard Recommend

C 2022/05/25Benson
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Add the plating options
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