Specification:
Contact Resistance: 30m Ohm Max.

Insulation Resistance: 1000M Ohm Min. At 500VD
Rated Voltage And Current: 1.5A At 250VAC Minimum.
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Dielectric Withstanding Voltage: 500V AC (rms) } ) No. of . A:Tray
for 1 Minute F:Female 1:1 Port contacts S0:Selective RoHS W/O Cap
Durability (Life Test): 1500 Cycles B:Black @
Insertion Force: 35 Newtone Maximum.
Extraction Force: 10 Newtone Minimum. " 2019.12.27
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SECTION A-A @
NO NAME MATERIAL FINISH QTY REMARK AAAA
1 HOUSING PBT G.F. BLACK 1
2 | TERMINAL |PHOS. BRONZET025 | GOLD/TINPLATED | 4 | SoldowiGoldisw Old Part No. :USB-001RD-AX-U
(100% pure Tin of lead free plating) R USB A REVERSE FLAT 4 PIN DIP B 11
3 SHELL BRASS T:0.3 NICKEL PLATED 1 | Nis80~120u" TIT;E — Page
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PART NO. 5US2A02RF-104SOBLAD1 DRAWN | 2016/07/27
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&XQ QEC-191212:Cancel Plated Option(SD)&Color Option(W) Revise the Part No. Nick 2019/12/19 | ’ BP iR e A5 R Boris
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evise € VUrawing Teff Amtek Technology Co., Ltd. NE X 1025 s THIRD
REV. ECN NO. OR DESCRIPTION REVISED | DATE FAX. $56.2 3260 3080 TOLERANCE | XX +0.13 uNIT | P prdjrerion © =
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