Specification:
Contact Resistance: 30m Ohm Max.

ORDER INFORMATION

Insulation Resistance: 1000M Ohm Min. At 500VDC. [0] (6] RI[F] [-] [1][0O] 0] Dl
Rated Voltage And Current: 1.5A At 250VAC Minimum. T T |
Dielectric Withstanding Voltage: 750V AC (rms) for 1 Minute(Rev. 1.1) | | [ _|__‘
Durability (Life Test): 1500 Cycles 2:USB2.0 F:Female 1:1 Port No. of contacts S0: Selective RoHS ATray, W/O
; . ; Cap
Insertion Force: 35 Newtone Maximum. T
Extraction Force: 10 Newtone Minimum. B:Black Insulator
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NO NAME MATERIAL FINISH QTY REMARK Old P/N:USB-001VF-AW-U
1 HOUSING NYLON PA9T G.F. | White/BLACK 1 T‘J‘Iz‘jffE USB A TPYE FEMALE DIP UPRIGHT Eait 11
2 TERMINAL PHOS. BRONZE T:0.25 GOLD TIN PLATED 4 Gold(;l”Su"; I\.II:40"60u" H TIN:l?Ou” o3 e
/ (100% pure Tin of lead free plating) PAR.;}FI::IO 5U82A06RF—104SOXUAD1 D[;;\.NN 201168/gf8/24
3 SHELL BRASS T:0.3 NICKEL PLATED 1 :
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