Insulation Resistance: 1000MQ Min.

Contact Resistance: 30m €2 Max ’——r | —l_l | ! ’J —I:‘ E‘

Dielectric Voltage: 750V AC for one minute

SPECIFICATION

Current Rating: 1.5 AMP ORDER INFORMATION
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Durability: 1,500 cycles 2:USB2.0 M:Male 1:1 Port c';lr?fa(cjzis SO:S?\lSdive \?\/::?/\I/?:i:tlfa S A:TrgZQN ©

Insertion Force: 35N Max

Withdrawal Force: 10N Min #
MATERIAL ‘ —>‘ ) ‘—— 0.60
Insulator: PA9T, UL94V-0 @\ l
Contact Pin: Brass 00 0
Shell: Brass, Nickel Plated O
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NO. ITEM MATERIAL FINISH QTY REMARK
1 HOUSING | NYLON PA9T G.F. BLACK/WHITE 1 RPA USB A TPYE MALE DIP 90° 4P 5*& 11
2 | TERMINAL | BRASSE-HT:0.25 |GOLD/TIN PLATED 4 | Gold:173u’; NT:40760u"; TIN:120u" TiTj;EE — ageM '
100% Tin of lead free plati e 3L _ 1a
( © pure Tin of lead free plating) PART NO. SUS2A10RM-10450XUADI DRAWN | 2015/10/06
3 SHELL BRASS T:0.3 NICKEL PLATED 1 Ni:807120u" e Tk P John
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& ECN/ECR No.:170418,Add the Tolerance.:12.00 >12.00:0.10 & Dim.: 12.6, 2-3.x1 4 & B 2017/05/08 A2 18 B 75 PR /2> 8] |cUSTOMER P/N SCALE None |, o provED 2015/10/06
Revise The Dim.:18.9 —18.8,1.95->1.9, 14.8—>14.9 Eloise Amtek Technology Co., Ltd. NE X :025 s THIRD
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