SPECIFICATION

Current Rating: 1.5 AMP
Voltage Rating: 250 V AC
Insulation Resistance: 1000MQ Min.
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Contact Resistance: 30m Q Max T | | —|_| | ’J & —I:‘ [‘
Dielectric Voltage: 500V AC for one minute
. . . No. of S0:Selective Au B:Black A:Tray W/O
Durability: 1500 CYCleS 2:UsB2.0 F:Female 1:1 Port contacts SD:SeIectiv:eAu 30u" W:White RoHS Cap
Insertion Force: 35N Max
Extraction Force: 10N Min
Operating Temperature: -55°C ~+85°C £\ @
MATERIAL Al e 2023.05.11
Insulator: PBT, UL94V-0 12.0 | q
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NO. NAME MATERIAL FINISH REMARK QTY
Old Part No. : USB-001K-BX-L
1 HOUSING PBT G.F. BLACK/WHITE 1
~34" NI-40~60u" ) " v,z —
2 PIN TERM. PHOS. BRONZE T:0.25 GOLD/TIN PLATED | oo o o e | 4 TTTEE USB B TYPE FEMALE DIP 180° [‘}aﬁ; 11
SHELL BRASS T:0.3 NICKEL PLATED NI:807120u" 1 L3881 K1 ff
> = PA;T%NO 5US2B04DF-104XXXLXD1 DRif\]/N 201209/26
4 BOTTOM COVER PBT G.F. BLACK/WHITE 1 - - "
ks GW216-EL387 | =* | ¢ | ¥t | Jomny
DRAWING NO. REV. CHECKED| 2016/09/26
Add the Operating Temperature Alice 2023/05/11 % 2 LB | I Aaron
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& Revise the Part No.:5US2B04DF-104S0XLAD1—>5US2B04DF-104XXXLAD1 B Floiee Amtek Technology Co., Ltd % X 0% s D
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