1 .Material:
1 Insulator: P.B.T UL 94-V0 rated.
1.2 Contact: Brass,t=0.20mm.
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.3 Shell:

Cold rolled steel,t=0.30mm.
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2.5pecification: 2:USB2.0 M:Male 1:1 Ports | |No. of contacts| | S0: Selective| | W-White B:Bag Package
2.1 Current rating: 1 A Max. t I—I
2.2 Dielectric withstanding voltage: 500 V(ac) for 1 minute. o 6.5 RoHS
2.3 Contact resistance: 30 mQ Max. 2 | |3.75%
2.4 Insulation resistance: 1000 MO Min at DC 500V. —
2.5 Temperature range: —35°C~+105°C =
3.Finishes: Hj ~H
3.1 Shell: Nickel plated. ‘1 I 2017.08.23
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4 | Back-shell | 1 |Cold rolled steel | ~ T=0.30mm Nickel Plated | =5 =
3 Front—=shell | 1 | Cold rolled steel 7=0.30mm Nickel Plated Old Part No.:USB-MSL-BW-L
2 Contact 4 Brass T=0.20mm Gold Flashed Ta;’anE USB B TYPE Male Solder Pﬁaiie n
1 Housing 1 PBT UL 94-V0 Ivory o e ot
. o 5US2B08SM-104SO0WLBC1 iy
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