SPECIFICATIONS

Current Rating:2A AC, DC

Voltage Rating: 100V AC, DC
Operation Temperature: -25°C to +85°C
Contact Resistance: 10mQ Max.

Insulation Resistance: 1000MQ Min.
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Dielectric Voltage: 800V AC for one minute
MATERIAL

Contact Pin: Brass
Solder Tabs: Brass
Insulator: Nylon 6T, UL94V-0
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Unreeling direction —
Without Cap With Cap
Top tape leader part
Carrier tape ‘l RO.85 —
3 pcs Empty )
Eg‘n pfr)t Conqector
160 pm?/m packaging part Leader part
(Empty)
3 pcs Backup connector ~—— 400 min.
——

Number of ,
gg”mzzts W+0.3 | F£0.1 | S+0.1 | Q'ty/Reel

02pP 16 7.50 500

03P 24 11.50 500

04pP 24 11.50 500

05P 24 11.50 500

06P 32 14.20 | 28.40 500

o7pP 32 14.20 | 28.40 500

08P 32 14.20 | 28.40 500

09P 44 20.20 | 40.40 500

10P 44 20.20 | 40.40 500

11P 44 20.20 | 40.40 500

12P 44 20.20 | 40.40 500

13P 56 26.20 | 52.40 500

14P 56 26.20 | 52.40 500

15P 56 26.20 | 52.40 500

16P 56 26.20 | 52.40 500
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