SPECIFICATIONS

Current Rating: 3A AC,DC

Voltage Rating: 250V AC,DC

Temperature Range: -25°C to +85°C
Contact Resistance: 20m( Max.

Insulation Resistance: 1000MQ Min.
Withstanding Voltage: 800V AC/minute

Pitch 2.50mm

Solder Tabs: Brass/Tin-plated
Material:Nylon 66,UL94V-0

No. of Dimensions

ontacts A B
02 2.50 7.50
03 5.00 10.00
04 7.50 12.50
05 10.00 15.00
06 12.50 17.50
07 15.00 20.00
08 17.50 22.50
09 20.00 25.00
10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
13 30.00 35.00
14 32.50 37.50
15 35.00 40.00
16 37.50 42.50
17 40.00 45.00
18 42.50 47.50
19 45.00 50.00
20 47.50 52.50

2.50
],
bbb
Recommended PCB Layout
(PCB TOLERANCE +0.05)

ORDER INFORMATION
51 W 2] [5] [0] 3] R] [0] [-] [T][0]

B] [L] [Al[o][1]

1:Single Row No'gef:f:vt: s TO:Tin Plated W:White B:Bag Package RoHS
——
PIN 0.64 SQ Kink Wi

1 1 1 ! !
j j j j j I

L]

I —E}—EI—-?—-—?-—?—E—

[T [ 1

2.5020.10 L

AT0.20 Circuit 1

5.70£0.25

B+0.25 | 2.40%0.20
\clb d:}/ I'e) !
| | S =

e FI I °x

1 14 = | gl g
| I = 5 =
o N
T T

@

Old Part No.:2503R-XXTW-L

ECN NO.190606: Add The Drawing

David

2019/06/10

REV.

ECN NO. OR DESCRIPTION

REVISED

DATE

TEL: 886-2-2260-6878
FAX: 886-2-2260-8030

FBIEAE H A IR 3]
Amtek Technology Co., Ltd.

oot B
TITLE 2.5mm WAFER R/A Page 11
SH IR @B Roy
PART NO. SW2503R0-1XXTOWBLAO] DRAWN | 2016/08/17
i MR A b0 Boris
prawiNG No.| GWO090-DV117 | ppv | B |cppckep| 20160817
B I b3 N A Boris
CUSTOMER P/N SCALE| "¢ |APPROVED| 2016/08/17
NE X +0.25 B4 THIRD
G
TOLERANCE | XX +0.15 NIt | ™ [propeerion © =



Owner
機構名稱、機構部門、日期


