SPECIFICATIONS ORDER INFORMATION
mpedance: 50 Q
ifolljtage Stansding Wave Ratio (VSWR): 1.3 Max. @ DC - 6 GHz @ IE IM' @ . w @

Dielectric Withstanding Voltage: 500 VRMS T

Contact Resistance(Center Contact): 5 mQ Max.

Contact Resistance(Outer Contact): 2.5 mQ Max. S :PCB 180° F:Female : G3:Gold 3u”
Insulation Resistance:1000 MQ

MECHANICAL

Force To Engage/Disengage:18N Max. / 6N Min. 18N Max.
Contact Retention:10N (2.3 1bs.) Min.
Insulator Retention:10N (2.3 Ibs.) Min. CONTACT PIN NOTE 3 NOTE 4

MATERIAL

Center Contact:Beryllium Copper INSULATOR NOTE 5 NATURAL @

Insulator:Ptfe 1 |BODY NOTE 1 NOTE 2 ) .| {2022.08.26

Outer Contact:Brass Released DCC
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RECOMMENDED MOUNTING PATTERN

RECOMMENDED
PATTERN MOUNTING HOLE

LAND(FREE OF SOLDER MASK) Only for AMUS-044

& b 50 Ohm MMCX CONN STRAIGHT TYPE T ¥
TITLE Female Page

ot ?} 3 Benson
PART NO. 62DMCS07-F5G3WCO01 DRAWN | 2022/08/23

w5 S ¥ Josh
DRAWING NO. GW225-BE070 REV. CHECKED| 2022/08/23

et 3 o) KR Josh
e E PN v

ECN NO.:220723 Add the Part No. For AMUS-044 Benson | 2022/08/23 | AL AT ! CUSTOMER P/N SCALE APPROVED| 2022/08/23
Amtek Technology Co., Ltd. ~ L C THIRD

.5-6 0.
ECN NO. OR DESCRIPTION REVISED | DATE e na TOLERANGE | 630 04 **120506 | 1y e I

11



design
機構部門、完整姓名、日期


