SPECIFICATION

Current Rating: 50 mA, 12V DC

Insulation Resistance: 100M<Q Min.

Contact Resistance: 30mQ Max.

Dielectric Voltage: 250V AC for one minute
Drive Force: 260gf + 50gf

ORDER INFORMATION

6 [4/[S WIT| -] Bl C
N

1

Operation Temperature: -20°C to +85°C @ B: Tact Switch| | C: DIP/Bag No. of Contact B: Black
©3.5+0.1 3.35+0.1
—
K
5 Locker H65 2 — o
[
4 Base PA66 1 Black ;
3 Shrapnel | AG-C5210 1 aH 0
o =)
2 Cover H65 1 I W f’ti‘
1 Button PA66 1 Black o~
=
NO. Part Name Material Qty &
o
(\l 7’ 0.7+0.05
oY 6.5+0.2 45501
1
. o)
(RXIIIIIITIR) s
2 R 6.2:0.2
5 ssssssss o @
0. P
4 L O O H ® ® n
<
o o~
5 s oS /l
b 2 ® I @ ® (D
S o
ItatS Sogetatatataret O Q 6.5
oo b A
TITLE TACT SWITCH Page | 11
NS #HE Mia
PART NO. 64SWT-BC4B144 DRAWN | 2016/11/04
& 5% AR A ¥ Josh
DRAWING NO. GN026-MC027 REV. C lcurckep| 201810730
Ax1 ECN NO.: 180815, add an annotation. Gary | 2018/10/30 |, , "0 o | FF Sk B | ope | FR Jason
N Revised th : T 0°C 10 470°C = 20°C 10 185°C : F2 48 % A MR/ 8] |cusTOMER PN SCALE APPROVED| 2018/10/30
x1 evise e operation temperature: to + > to + . Eloise 2017/03/03 Amtek Technology Co., Ltd. NE R THIRD
REV. ECN NO. OR DESCRIPTION REVISED | DATE TEL 886 2.260.6678 TOLERANGE oNIT | ™™ properion =



Owner
機構名稱、機構部門、日期


