SPECIFICATIONS

Current Rating: 0.3A 50V DC

Contact Resistance: 100mQ Max.

Insulation Resistance: 100MQ Min.
Dielectric Voltage: 500V AC for one minute
Operation Temperature: -16°C to +60°C
Drive Force: 250gf + 100gf
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(PCB TOLERANCE #0.1)

ORDER INFORMATION
6/ 4] [SIW [T] [-] @ 6] 2117/ 9]
- =

P: Push Button C:DIP/Bag

No. of Contacts

B:Black

5 LOCK TRAVEL

3.5 TOTAL TRAVEL

M2.6X0.45 —

oo

9 | CONTACT CLIP PBS STRIP 2 | Ag PLATED 0.6 THK =/ ) E 0.9 0.4 THK -
8 | TERMINAL BRASS STRIP 6 | Ag PLATED 3.2 i
7 | BASE PHENOLIC RESIN | | NATURAL 6.4
6 | FRAME STEEL STRIP { | Ni PLATED 1.9
5 |SPRING PLATE PBS STRIP { | NATURAL
4 | CAM STICK PBS WIRE { | NATURAL
3 | SPRING STEEL WIRE { | Ni PLATED .
2 |BLOCK STEEL STRIP { | Ni PLATED T"I"TfE PUSH BUTTON SWITCH Efi 1/1
1 |KNOB PAG6 | |BLACK s e gR
3 oz Y & = Oy
NO PARTS MATERIALS Q'TY FINISH PART NO. 64SWT-PC6B279 DRAWN | 2018/05/30
Hi HR A A% Josh
DRAWING NO. GN167-RR548 REV. B CHECKED| 2018/10/15
BP L% L5 K3 Jason
P2 s bk 3 I\ :] None
p : : — : 121EAE % A MR/ 8] |cUSTOMER PN SCALE APPROVED) 2018/10/15
/B\x1 ECN NO.: 180816, revise the color: N: Natural -> B: Black. Gary 2018/10/15 | Amtek Technology Co., Ltd. NE ~15mm =01 i THIRD
o008y ) +0, "
REV. ECN NO. OR DESCRIPTION REVISED| DATE R pdht TOLERANCE >1.5mm + 0.2 unr | T PRSII;ISCI%]ISON © =



admin
機構名稱、機構部門、日期


