NOTES:
1.Rating:
VDE ENEC 16(4)A 250V AC T85
KC 16(4)A 250V AC T85
0OQC 16(4)A 250V AC T105/55
UL cUL 16GPA 125V AC16GPA 250V AC T105/55
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2.Circuit Diagram:3P ON-OFF R: Rocker switch C: DIP/Bag No. of contacts B:Black
3.Terminal Strength:>80N
4.Electrical life:>210000 cycles 10.30
5.Withstand Voltage: Withstand Voltage: 1500VAC 1min 27.00
Terminals to Button: 3000VAC 1min ~
Leakage Current: ImA <
6.Current resistance :<50mQ(initial) o
7.Insulation resistance:=100MQ |
8.Body Materil: NYLON 66 94V-0-2 | 1 [ ] [
SWITCHING CIRCUIT
T
O)}/
A7 Tur 2
A2 ‘ ‘
[ [ LT [ [
g w w
|
L |
——
x 0.8+0.2 6.3+0.1
4 11.00
25.40
] /Amtek\
Z 020 2018.02.12
- s \goog/
PANEL CUT-QUT N -
0o -
N o)
PANEL CUT-0UT - -
Z Y X
0.70~1.25 | 10.50~10.70 | 28.9~29.1 = 7 ¥
o
1.25~2.00 | 10.50~10.70 | 29.1~29. TITLE ROCKER SWITCH Page | 1/1
2.00~3.00 | 10.50~10.70 | 29.2~29.3 o, 5E “r And
: 3 “® y
PART NO. 64SWT-RC3B226 DRAWN | 2018/02/12
Hi HR A A% Josh
DRAWING NO. GNI51-AA417 REV. A CHECKED| 2018/02/12
B I 27| A Jason
TS % A R/ 3] [cUSTOMER PN scaLk | NOP€ |ypprovED 2018/02/12
Amtek Technology Co., Ltd. NE B THIRD
REV. ECN NO. OR DESCRIPTION REVISED| DATE TEL: 60 2 22006670 TOLERANCE 0.3 unir | ™ [ropcrion @ =



admin
機構名稱、機構部門、日期


