SPECIFICATIONS

Current Rating: 1A AC,DC

Voltage Rating: 125V AC,DC

Temperature Range: -25°C to +85°C
Contact Resistance: 20mQ Max
Insulation Resistance: 100MC2 Min
Withstanding Voltage: 500V AC/minute
Material:Nylon 6T,UL94V-0

Circuit Dimensions

No. A B C D E

02P | ——— | 425 | 3.05 | 3.65 | ———
03P | 2.50 | 5.50 | 4.30 | 4.90 | ———
04P | 3.75 | 6.75 | 5.55 | 6.15 | 2.50
05P | 5.00 | 8.00 | 6.80 | 7.40 | 3.75
06P | 6.25 | 9.25 | 8.05 | 8.65 | 5.00
07P | 7.50 [10.50 [ 9.30 | 9.90 | 6.25
o8P | 8.75 [11.75[10.55 [11.15 | 7.50
Q9P ([ 10.00 [ 13.00 [ 11.80 [ 12.40 | 8.75
10P | 11.25|14.25|13.05|13.65 | 10.00
11P | 12.50 | 15.50 | 14.30 | 14.90 | 11.25
12P |13.75116.75|15.55 | 16.15 | 12.50
13P | 15.00 | 18.00 | 16.80 | 17.40 | 13.75
14P | 16.25|19.25 | 18.05 | 18.65 | 15.00
15P | 17.50 | 20.50 | 19.30 | 19.90 | 16.25
16P | 18.75|21.75|20.55|21.15|17.50
17P | 20.00 | 23.00 | 21.80 | 22.40 | 18.75
18P | 21.25|24.25 | 23.05 | 23.65 | 20.00
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ECN NO. OR DESCRIPTION

f .Q: No. of contacts TO:Tin Plated : . :
Pitch 1.25mm 1:Single Row per row G0-Gord Plated W:White X:Box RoHS
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