At AC 100mA Max. 1KHz.
Insulation Resistance: 100MQ Min. At 500VDC. ’——r T I:‘
Durability (Life Test): 4000 Cycles.

Ring Color

Dielectric Withstanding Voltage: 500VAC At 60Hz/Min.
Insertion Force: 0.3~3. 0Kg. ROW COLOWN 01:Red
Extraction Force: 0.3~3. 0Kg. 02:Yellow

Qurrent Ratings 24 0C ORDER INFORMATION
Voltage Rating: 12V DC
Contagt Resis%ance: 30mQ Max. IE IE I:' @ IE

03:White
04:Black
6.3
- = 10.4 7.8
= 0. 10 - — -
® 3. 35-0. 05 2 4] 3.5 1.5
1 us NE—e
. /
o Lo ~ N I4
(&N o = E 1 1 _
\/ _ 2
Lo
- | &
Lp = 2-9 2.0
o PCB LAYOUT
— - (BOTTOM VIEW)
10.0
SCHEMATIC
1
NO. NAME MATERIAL FINISH Q TY
1 | BARREL C.R.S 0.30 GOLD PLATED 1 g —c)
2 | RING PBT 1
3 | INSULATOR PBT WHITE 1 Old P/N:RCA-0009GG-L
4 | BRACKET C.R.S 0.40 GOLD PLATED 1 &4 RCA Jack A Ul
5 | TERMINAL BRASS 0. 25 GOLD PLATED 1 TIT;E — PageR
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