ELECTRICAL

Standard: uL IEC
Rated Voltage: 150V 160V
Rated Current: 4A 6A

Contact Resistance:20mQ
Insulation Resistance: 500MQ / DC 500V
Withstanding Voltage: AC 2000V for one minute

MECHANICAL
Temp.Range:-40°C~+105°C
Max Soidering:+250°C for 5 Sec

Dimensions
Pitch:2.5mm
Poles:2-12P

MATERIAL
Housing: PA66, UL94V-0
Pin header:Copper alloy,Sn plated

ORDER INFORMATION

2.5(XX+1)

5T/ M 2] (5] 0] [R] [-]

2.5(XX-1)

SESESY

H

wi o] [2] [N [X][X] G| [L] [X][-][0O]

2

No of Poles G:Gra A:Tray
(02~12) ey B:Bag
HJ?T?T Feat e ] T—TH
e A =
L 2 P2y et TR B
| o //
2.50 00.80
2.5(X%-1)
2.5(XX+1)

[ ——

Released DCC,

—
N ] |
linear dimension(Tolerances Standard GB/T 14486-2008) | — // L
over | over | over | over | over | over over | over
variable 6 10 |30 |60 |100 | 160 10 | 100 = i
range to [to |to |[to [to |to to |to [to |to e 2.5mm Terminal Block page | /1
§ 10 (30 |60 |[100 |160 10 100 Y :
et B R Nick
5TM250R-WO02NXXGLX-01
tolerance| £0.20(+0.30[£0.50 | £0.70]£1.00[ +1.30| +1.60] 0.10 | 0.30 | 0.60 PRy YO — DR |02 L
DRAWING NO. GNO11-NI752 REV. B | cHeckep | 2020/01/14
A L R B KD Josh
T %? P2 & | cusTomER P/N scaLe | VO | approveD| 2020/01/14
@xl ECN NO:200718 Revise the Tolerance Alice 2020/10/28 | Amtek Techno ogy Co., Ltd. ~Z - THIRD ANGLE
REV. ECN NO. OR DESCRIPTION REVISED | DATE g yngadis TOLERANCE uNiT | ™™ | PrOJECTION =



admin
機構名稱、機構部門、日期


	圖紙和視圖
	模型


