MATERIAL

HOUSING: NYLONG66, UL94V-0
COVER: NYLONG66, UL94V-0
SHRAPNEL:STAINLESS STEEL
CLAMP:COPPER ALLOY,Sn PLATED

MECHANICAL
OPERATING TEMPERATURE:-40°C™+105°C
STRIPPING LENGTH:8"9mm

TECHNICAL DATA

UL/CUL
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USE GROUP B C D
RATED VOLTAGE (V) 300 -
RATED CURRENT (A) 15 - 10

WIRE RANGE
SOLID/STRANDED (AWG)

WITHSTANDING VOLTAGE

IEC FC61984
i

OVERVOLTAGE CATEGORY 111
ICONTAMINATION CLASS 2 2
RATED VOLTAGE (V) 320

SAFETY APPROVAL

28-12
1600V (IMIN)

[RATED CURRENT (A) 16 16

MPULSE WITHSTANDING
[VOLTAGE (KV)
[CONDUCTOR CROSS
SECTION

SOLID/FLEXIBLE (mm?)

4.0 4.0

A

508
PITCH:5.08mm

linear dimension(Tolerances Standard GB/T 14486-2008)

over | over | over | over | over | over
variable 6 10 30 | 60 100 | 160
range to to to to to to
10 30 |60 100 | 160

tolerance 10.30|+0.50 (£0.70{+1.00(+1.30 | £1.60
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Amtek Technology Co., Ltd.

TEL: 886-2-2260-6878
FAX: 886-2-2260-8030
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