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PITCH 2.50mm

NO OF POLES TOTAL
(04~48P) E:GREEN A:TRAY

B

C

D x1 Add the Amtek Logo 2023/06/13Benson

E x1 QEC NO:230609 Revise the Drawing 2023/07/05Alice

F ECN NO:240348 Revise the Drawing 2024/11/28Gaby

FF

RECOMMENDED PCB LAOUT
(PCB TOLERANCE ±0.05)

4 POLES

MATERIAL
HOUSING: NYLON66, UL94V-0
PIN:COPPER ALLOY,Sn PLATED

MECHANICAL
OPERATING TEMPERATURE:-40°C~+105°C
SOLDERING TEMPERATURE:260°C/5S
TECHNICAL DATA
UL/CUL

IEC

 SAFETY APPROVAL

 USE GROUP B C D
 RATED VOLTAGE (V) 150 - -
 RATED CURRENT (A) 5 - -
 WIRE RANGE
 SOLID/STRANDED (AWG) -

 WITHSTANDING VOLTAGE 1300V (1MIN)

OVERVOLTAGE CATEGORY III III II
CONTAMINATION CLASS 3 2 2
RATED VOLTAGE (V) 80 160 320

RATED CURRENT (A) 5 5 5

IMPULSE WITHSTANDING
VOLTAGE (KV) 1.5 2.5 2.5

CONDUCTOR CROSS SECTION
SOLID/FLEXIBLE (mm2) -

F

I EC61984
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POS/2

糧德精密有限公司

TEL: 886-2-2260-6878
FAX: 886-2-2260-8030

Amtek Technology Co., Ltd.
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TERMINAL BLOCK PLUGGABLE 2.50mm DIP
R/A TYPE
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