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SERIES NO.
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350:
PITCH3.50MM

ELECTRICAL
STANDARD:          UL                IEC
RATED VOLTAGE: 300V           250V
RATED CURRENT:    8A              10A
CONTACT RESISTANCE: 20mΩ
INSULATION RESISTANCE: 500MΩ/DC500V
WITHSTANDING VOLTAGE: AC 2000V FOR ONE MINUTE

MECHANICAL
TEMP.RANGE:-40°C~+130°C
MAX SOLDERING:285°C 10 SEC

MATERIAL
HOUSING: LCP, UL94V-0
PIN HEADER:BRASS,TIN PLATED

NO OF POLES TOTAL
(04~48P) A:TRAYB:BLACK

P.C.B  LAYOUT
TOLARANCES±0.1

□ 0.8 3.5 2.50

3.5 X (NO. OF POSITIONS-1)

3.5 X (NO. OF POSITIONS-1)+5.0

3.5 X (NO. OF POSITIONS-1)

3.5 2.5

3.5 X (NO. OF POSITIONS-1)+5.0

3.
5

9.
3 13

.3∅1.4

B x1 ECN NO:200718 REVISE THE DIMENSION 2020/09/08Alice

B

15
.2

9.33.5

2.
6±

0.
3

13.3

�T
3

���R
��T

+
N

8.
3

C x1 ECN NO:210508 ADD THE LOGO 2021/05/24Benson

D

D ECN-202509072 2025/10/13Oliver

C

糧德精密有限公司

TEL: 886-2-2260-6878
FAX: 886-2-2260-8030

Amtek Technology Co., Ltd.
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GN011-MC765

5TP350R-5HTNXXXUX-01

TERMINAL BLOCK PLUGGABLE 3.5mm DIP
R/A TYPE

2025.10.15
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