
糧德精密有限公司

TEL: 886-2-2260-6878
FAX: 886-2-2260-8030

Amtek Technology Co., Ltd.

DRAWN
繪圖

CHECKED
核對

APPROVED
承認

EREV.
版本

None

mm

SCALE
比例

UNIT
單位

Terminal BlockTITLE
品名

PART NO.
品號

DRAWING NO.
圖號

CUSTOMER P/N
客戶品號

TOLERANCE
公差 THIRD

ANGLE
PROJECTIONREV. ECN NO. OR DESCRIPTION DATEREVISED

1/1Page
頁數

5TS508S-129NXXXLX-01

5 T S 5 0
ORDER INFORMATION

S - 1 2 9 N X X X8

SERIES NO.
NO OF PINS TOTAL

(02~24P)

L X -

B:BAG

0 1

508:
PITCH 5.08mm

Kilin
2017/09/28

Jason
2017/09/28

Jason
2017/09/28

GN011-KL102

E:GREEN

4.
3

3.19

5.08

5.08 X No. of Positions+1.3
10

.5∅1.6

5.08 X (No. of Contacts-1)

1

18

5.08

5.08 X No. of Positions0.65 0.65

10
.5

5.08 X (No. of Contacts-1)

B

C x4 QEC NO:210906 Revise the drawing 2021/09/28David

C

RECOMMENDED PCB LAYOUT
     (PCB TOLERANCE ±0.05) 4.30±0.30

0.80

6.
00

±0
.3

0

D ECN No.: 240130 Revise the drawing 2024/02/27Randy

D

SPECIFICATION
OPERATING TEMPERATURE: -40°C~105°C
SOLDERING TEMPERATURE: 260°C/5SEC
SCREW TORQUE: M3/0.5N.m
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TECHNICAL DATA

WIRE RANGE
SOLID/STRANDED (AWG) 26-12

CONDUCTOR CROSS SECTION
SOLID/FLEXIBLE (mm2) 0.5-2.5
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