


5 H S P 2 0 1 - S F N H - 0 1

H:Tape & Reel, W/O Cap

SF:Selective 15u”

8-55

SFP+ 1×1 Connector
Specifications Material
Contact Rating : 0.5A Insulator: LCP, UL 94V-0, Black
Contact Resistance: 20mΩ Max. Contact Pin: Copper Alloy
Dielectric Voltage: 300V for one minute
Operation Temperature: -40°C to +85°C
Durability: 100 Cycle Min
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5 H S P C 0 2 - 1 1 N M N X X X - 0 1

M: Metal EMI X: Box1 × 1 Port

NN:No Plating
NI: Nickel Plating

8-56

SFP+ 1×1 Shielding Cage Solder
Specifications Material
Operation Temperature: -40°C to +85°C SFP Cage: Copper Alloy

EMI Spring: Copper Alloy
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5 H S P C 0 2 - 1 1 1 M P N I X - 0 2

M: Metal EMI

P: Pin Type

X: Box1 × 1 Port

NI: Nickel Plating

8-57

SFP+ 1×1 Shielding Cage Press Fit With Heat Sink
Specifications Material
Operation Temperature: -40°C to +85°C SFP Cage: Copper Alloy

EMI Spring: Copper Alloy
Heat Sink: Aluminum
Heat Sink Clip: Stainless Steel
Lighte Pipe: PC Color: Clear
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5 H S P C 0 2 - 1 4 N M P N I X - 0 2

M: Metal EMI

P: Pin Type

X: Box1 × 4 Port

NI: Nickel Plating

8-58

SFP+ 1×4 Shielding Cage
Specifications Material
Operation Temperature: -40°C to +85°C SFP Cage: Copper Alloy

EMI Spring: Copper Alloy
Heat Sink: Aluminum
Heat Sink Clip: Stainless Steel
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5 H S P C 0 2 - 1 6 N M N N I X - 0 1

M: Metal EMI X: Box1 × 6 Port

NI: Nickel Plating

8-59

SFP+ 1×6 Shielding Cage Standard Layout
Specifications Material
Operation Temperature: -40°C to +85°C Cage: Copper Alloy
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8-60

PLATING REQUIRED

PLATING REQUIRED
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5 H S P 2 0 2 - 2 1 X N M X X X - 0 1

M: Metal EMI

N:W/O Light Pipe
2:Inner
3:Outer
4:Inner+Outer

X: Box2 × 1 Port

SF Selective 15u"
SD:Selective 30u"
S5: Selective 50u"

8-61

SFP+ 2×1 With Light Pipe
Specifications Material
Ratings Current: 0.5AMPS Max Insulator: LCP, UL 94V-0, Black
Withstanding Voltage: 300V AC/Max Contact Pin: Phosphor Bronze
Ratings Voltage: 30 volt AC Cage: Copper Alloy
Operation Temperature: -40°C to +85°C Light Pipes: Polycarbonate, UL 94V-0, Clear
Insulation Resistance: 1000MΩ Min Light Pipe Housing: PBT UL 94V-0, Black
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8-62
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5 H S P 2 0 1 - 2 4 X N M X X X - 0 1

M: Metal EMI

N:W/O Light Pipe
2:Inner
3:Outer
4:Inner+Outer

X: Box2 × 4 Port

SF Selective 15u"
SD:Selective 30u"
S5: Selective 50u"

8-63

SFP+ 2×4 Connector
Specifications Material
Ratings Current: 0.5 AMPS MAX Insulator: LCP, UL 94V-0, Black
Ratings Voltage: 30 volt DC/AC(RMS) MAX Contact Pin: Phosphor Bronze
Withstanding Voltage: 300V AC/Max Cage: Copper Alloy
Operation Temperature: -40°C to +85°C Light Pipes: Polycarbonate, UL 94V-0, Clear
Insulation Resistance: 1000MΩ Min Light Pipe Housing: PBT UL 94V-0, Black

EMI Spring: Copper Alloy
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8-64
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